
4948

Copeland™ Hermetic Integral 
Horsepower Reciprocating Compressors

CS Hermetic 
reciprocating compressor 

High-tier reciprocating compressor
Best in class reciprocating hermetic solutions from 1.5 HP To 3.5 HP. 

Supports a wide range of applications from cabinets, island freezers, 

cold rooms, and bulk milk chilling. 

• Highly reliable based on over 10 years of project installations

• Value option versus scroll compressors

• Extended medium temperature envelope

CS K6 Platform
Based on proven US design

CS K7 Platform
Enhance envelope version of CSK6 to 

support pull down application

CF K6 Platform
Based on proven US design 

support for low temperature

Industry-standard 7.5 x 7.5 leg
Same as previous generation platform 

such as CR*K6 and KCM

Protection
CSK6 and CFK6 standard sight 

glass and crankcase heater
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Model
(Available 
with R22, 

R406A)

Motor Code PFV PFZ TFD TFM TF5

50 Hz 1Ø-200v 1Ø-220/240v 3Ø-380/420v 3Ø-380/420v 3Ø-200/240v

60 Hz 1Ø-208/230v 3Ø-380/460v 3Ø-200/230v

Capacity (kW)

CSK6 Platform

CS10K6 2.5 x x x x
CS11K6 2.7 x x
CS12K6 2.8 x x x
CS13K6 3.3 x x
CS14K6 3.5 x x x
CS16K6 3.9 x
CS17K6 4.1 x x
CS18K6 4.2 x x x
CS20K6 4.8 x x x x x
CS24K6 5.4 x
CS25K6 5.8 x
CS27K6 6.4 x x x
CS30K6 7.1 x x
CS33K6 7.5 x x x

CFK6 Platform

CF04K6 0.9 Sept ’21 Sept ’21

CF05K6 0.9 Sept ’21 Sept ’21

CF06K6 1.6 Sept ’21 Sept ’21 Sept ’21

CF09K6 2.4 Sept ’21 Sept ’21 Sept ’21

CF10K6 2.4 Sept ’21

CF12K6 3.1 Sept ’21 Sept ’21 Sept ’21

CSK7 Platform*
CS10K7 2.5 x x x
CS11K7 2.7
CS12K7 2.9 x x x
CS13K7 3.3 x x
CS17K7 4.1 x x
CS18K7 4.2 x x x
CS20K7 4.8 x  x
CS24K7 5.4 x x x
CS23K7 7.5 x x x

Capacity Conditions:

MT Conditions: Evaporating Temp -6.7°C; Condensing Temp 48.9°C Suction Gas 18.3°C; 50Hz; R404A

LT Conditions: Evaporating Temp -31.7°C; Condensing Temp 40.6°C Suction Gas 18.3°C; 50Hz; R404A Scan to download 
documentation: 



5150

Copeland™ CR Integral 
Horsepower Compressors

Model
(Available 
with R22, 

R407C)

Capacity 
(kW)

Motor Code PFV PFV/PF1 TFD TFM TF5

50 Hz 1Ø-200v 1Ø-220/240v 3Ø-380/420v 3Ø-380/420v 3Ø-200/240v

60 Hz 1Ø-208/230v 3Ø-380/460v 3Ø-200/230v

HP

CR20K6 2.8 1.5 HP x

CR22K6 2.8 1.5 HP x x

CR24K6 3.3 2 HP x x x x

CR28K6 3.3 2 HP x

CR30K6 4.0 2.5 HP x x

CR32K6 4.2 2.5 HP x x

CR34K6 4.7 3 HP x x x x

CR36K6 4.8 3 HP x x

CR37K6 5.0 3.25 HP x x x x

CR42K6 5.7 3.5 HP x x x x

CR47KQM 7.2 4 HP x x x x

CR53KQM 7.9 4.5 HP x x x

CR57KQM 8.0 4.5 HP x x x

CR62KQM 9.2 5 HP x x x

CR72KQM 12.8 6.5 HP x x

Conditions: 
Evaporating Temp -6.7°C; Condensing Temp 48.9°C Suction Gas 18.3°C; 50Hz; R22

Cost Efficient Compressor
An economical hermetic solution from 1.5 To 6.5 HP
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Scan to download 
documentation: 


	product-catalog-copeland-compressors-condensing-units-for-refrigeration-applications-en-sg-7632126.pdf



